LACAVA

Specifications:

Installation:

Interior Dimensions:
Exterior Dimensions:

Material:
Weight:
Overflow:
Finishes:
Faucet Holes:
Drain Hole Size:

Cutout Size:
Cutout Size:

Features:

Undercounter and drop-in

17 1/2"wx 16 1/8"d x 9 1/8”h & 11 1/2"w x 16 1/8”"d x 7 1/2"h

33”wx 18 1/8”d x95/8”h
16 Gauge Stainless Steel

26 lbs

No

21 - Brushed Stainless Steel

N/A

@31/2”

30 3/4”w x 15 7/8”d (undermount)
311/4”w x 16 3/8”d (drop-in)

ZANI

undermount or drop-in

KTS75

33"
. i
e Stainless steel sink without overflow ! 838 |
.
e 16 gauge stainless steel 171/2" 51 111/2"
e Current cut-out template can be requested 445 P 292
e Includes drain and bottom rack T
c/C c/C
18 1/8” 16 1/8” Q Q
460 410
Codes + Standards: . \
Dlom(?,g; 1/2
e Meets and exceeds applicable national codes
and standards
Accessories + Replacement Parts:
e KTS-Drain-31/2" -4" heavy duty stainless steel drain +
with strainer basket stopper o
e KTS-CB - Cutting board 922{18" 92_1)/28" 191 203

e KTS-R - Kitchen sink hanging dish and accessory rack
e KTS-G16 - Bottom rack for left bowl

e KTS-G14 - Bottom rack for right bowl

LACAVA reserves the right to revise any dimension or information on this sheet without notice. Dimensions are nominal and may vary within an industry accepted tolerance of 1/4”.
Drawings provided herein are meant to give the user an idea of the product and are not made to scale.
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